


37

air treatment

remote control & timer

other functions

Photocatalytic deodorising filter
Removes airborne dust particles, decomposes odours and restrains the reproduction 
of bacteria, viruses, microbes, this to ensure a steady supply of clean air.

flash streamer
The Flash Streamer generates high-speed electrons that powerfully break down 
odours and formaldehyde

air filter
Removes airborne dust particles to ensure a steady supply of clean air.

titanium photocatalytic air purification filter
Removes airborne dust particles, decomposes odours and restrains the reproduction 
of bacteria, viruses, microbes, this to ensure a steady supply of clean air

timer
Allows to preset the air conditioner to start/stop at a specified time.

twin/triple/double twin application
2, 3 or 4 indoor units can be connected to only 1 outdoor unit even if they have 
different capacities. All indoor units operate within the same mode (cooling or 
heating) from one remote control.

weekly timer
Timer can be set to start heating or cooling anytime on a daily or weekly basis

auto-restart
The unit restarts automatically at the original settings after power failure.

wired remote control
Wired remote control to start, stop and regulate the air conditioner from a distance.

vrv® for residential application
Up to 9 indoor units (even different capacities and up to 71 class) can be connected 
to a single outdoor unit. All indoor units can individually be operated within the same 
mode.

multi tenant
The indoor unit’s main power supply can be turned off when leaving the hotel or 
office building.

24 Hour timer
Timer can be set to start cooling/heating anytime during a 24-hour period.

Self-diagnosis
Simplifies maintenance by indicating system faults or operating anomalies.

infrared remote control
Infrared remote control with LCD to start, stop and regulate the air conditioner from 
a distance.

multi model application
Up to 5 indoor units (even different capacities) can be connected to a single outdoor 
unit. All indoor units can individually be operated within the same mode.

Centralised control
Centralised control to start, stop and regulate several air conditioners from one 
central point.

Drain pump kit
Facilitates condensation draining from the indoor unit.

Horizontal auto swing
Possibility to select automatic horizontal moving of the air discharge louvre, for 
uniform air flow and temperature distribution.

Ceiling soiling prevention
A special function prevents air blowing out too long in horizontal position, to prevent 
ceiling stains.

auto fan speed
Automatically selects the necessary fan speed to reach or maintain the set 
temperature.

3-D air flow
This function combines Vertical and Horizontal auto-swing to circulate a stream of 
cool/warm air right to the corners of even large spaces.

vertical auto swing
Possibility to select automatic vertical moving of the air discharge louvre, for uniform 
air flow and temperature distribution.

fan speed steps 
Allows to select up to the given number of fan speed.

air flow
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inDoor UnitS - Control SYStemS ftXr28e ftXr42e ftXr50e CtXU25g CtXU35g CtXU42g CtXU50g ftXg25J ftXg35J ftXg50J fDXS25e fDXS35e fDXS50C fDXS60C fvXg25K fvXg35K fvXg50K fvXS25f fvXS35f fvXS50f flXS25B flXS35B flXS50B flXS60B

wired remote control BrC944B2 BrC944B2 BrC944B2 BrC944B2

wiring adapter for time clock normal open contact KrP413aa1S 1 KrP413aa1S 1 KrP413a1S 1 KrP413aB1S KrP413aa1S 1 KrP413aa1S 1 KrP413aB1S KrP413aa1S 1 KrP413aa1S 1

remote control normal open pulse contact KrP413aa1S 1 KrP413aa1S 1 KrP413aa1S 1 KrP413aB1S KrP413aa1S 1 KrP413aa1S 1 KrP413aa1S 1 KrP413aa1S 1

Centralised control board Up to 5 rooms KrC72a 2 KrC72a 2 KrC72a 2 KrC72a 2 KrC72a 2 KrC72a 2 KrC72a 2 KrC72a 2

Central remote control DCS302C51 DCS302C51 DCS302C51 DCS302C51 DCS302C51 DCS32Ca51 DCS302C61 DCS302C51

Unified on/off control DCS301B51 DCS301B51 DCS301B51 DCS301B51 DCS301B51 DCS301Ba51 DCS301B61 DCS301B51

Schedule timer DSt301B51 DSt301B51 DSt301B51 DSt301B51 DSt301B5 DSt301Ba51 DSt301B61 DSt301B51

interface adapter KrP928Ba2S 3 KrP928Ba2S 3 KrP928Ba2S 3 KrP928BB2S KrP928Ba2S 3 KrP928Ba2S 3 KrP928BB2S KrP928Ba2S 3 KrP928Ba2S 3 

notes

(1) wiring adapter supplied by daikin. time clock and other devices: to be purchased locally.

(2) wiring adapter is also required for each indoor unit.

(3) for Diii-net adapter

inDoor UnitS ftXr28e ftXr42e ftXr50e CtXU25g CtXU35g CtXU42g CtXU50g ftXg25J ftXg35J CtXg50J fDXS25e fDXS35e fDXS50C fDXS60C fvXg25K fvXg35K fvXg50K fvXS25f fvXS35f fvXS50f flXS25B flXS35B flXS50B flXS60B

air purification and deodorising filter set without frame Kaf974B42S

air supply filter with frame Kaf963a43

anti-theft protection for remote control KKf936a4 KKf910a4 KKf910a4 KKf917aa4 K(K)f917aa4 KKf936a4 KKf917aa4

Suction grille KDgf19a45 KDgf19a45

titanium apatite photocatalytic air-purification filter without frame Kaf970a47 1 Kaf970a46 Kaf968a42 1

Photocatalytic deodorising filter, with frame KaZ917B41

Photocatalytic deodorising filter, without frame KaZ917B42

air purification filter, with frame Kaf925B41

air purification filter, without frame Kaf925B42

installation leg BKS028a4

notes

(1) Standard accessory

inDoor UnitS - Control SYStemS ftX20Jv ftX25Jv ftX35Jv ftX50gv ftX60gv ftX71gv ftXS20J ftXS25J ftXS35J ftXS42J ftXS50J ftXS60g ftXS71g ftXl20g ftXl25g ftXl35g

wired remote control BrC944B2 BrC944B2 BrC944B2

wiring adapter for time clock normal open contact KrP413aa1S KrP413aa1S 1 KrP413aa1S 1

remote control normal open pulse contact KrP413aa1S KrP413aa1S 1 BrC944a2B

Centralised control board Up to 5 rooms KrC72a KrC72a 2 KrC72a 2

Central remote control DCS302Ca61 DCS302Ca51 DCS302Ca51

Unified on/off control DCS301Ba61 DCS301Ba51 DCS301Ba51

Schedule timer DSt301Ba61 DSt301Ba51 DSt301Ba51

interface adapter KrP980a1 3 KrP928Ba2S KrP928Ba2S 3 KrP928Ba2S 3

notes

(1) wiring adapter supplied by Daikin. time clock and other devices: to be purchased locally.

(2) wiring adapter is also required for each indoor unit.

(3) for Diii-net adapter

inDoor UnitS ftX20Jv ftX25Jv ftX35Jv ftX50gv ftX60gv ftX71gv ftXS20J ftXS25J ftXS35J ftXS42J ftXS50J ftXS60g ftXS71g ftXl20g ftXl25g ftXl35g

anti-theft protection for remote control KKf936a4 KKf917aa4 KKf910a4 KKf910a4 KKf910a4

Suction grille -

titanium apatite photocatalytic air-purification filter without frame Kaf971a42 1 Kaf952B42 Kaf968a42 1 Kaf970a46 Kaf968a42 1

Cord for remote control assy (3m) BrCw901a03 BrCw901a03 BrCw901a03

Cord for remote control assy (8m) BrCw901a08 BrCw901a08 BrCw901a08

notes

(1) Standard accessory

oUtDoor UnitS rXr28e rXr42e rXr50e rX20J rX25J rX35J rX50gv rX60gv rX71gv rXS20J rXS25J rXS35J rXS42J rXS50J rXS60f rXS71f rXl20g rXl25g rXl35g rXg25K rXg35K rXK50K 3mXS/4mXS/5mXS 2mXU-g

air direction adjustment grille KPw937a4 KPw937B4 KrP945a(a)4 KPw937aa4 KPw945aa4 KPw945aa4 KPw937aa4 KPw945aa4 KPw937aa4 KPw945aa4 KKPw945aa4 KKPw945aa4

Drain plug (1) KKP937a4 KKP937a4 KKP937a4 KKP945a4 KPw937aa4 KKP937a4 KKP937a4 KKPJ5f180 KKP937a4

refrigerant branch piping for twin

extension  hose set for humidification (2m) KPmH942a402

relay joint for humidification (10pcs.) KPmJ942a4

l-shape cuffs for humidification (10pcs) KPmH950a4l

Hose for humidification (10m)(l) KPmH942a42 KPmH996a10S

Hose for humidification (15m)(l) KPmH996a11S

Branch provider (2 rooms) BPmKS9672B2

Branch provider (3 rooms) BPmKS9673B3

notes

(1) Standard accessory

oPtionS & aCCeSSorieS
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inDoor UnitS - Control SYStemS ftXr28e ftXr42e ftXr50e CtXU25g CtXU35g CtXU42g CtXU50g ftXg25J ftXg35J ftXg50J fDXS25e fDXS35e fDXS50C fDXS60C fvXg25K fvXg35K fvXg50K fvXS25f fvXS35f fvXS50f flXS25B flXS35B flXS50B flXS60B

wired remote control BrC944B2 BrC944B2 BrC944B2 BrC944B2

wiring adapter for time clock normal open contact KrP413aa1S 1 KrP413aa1S 1 KrP413a1S 1 KrP413aB1S KrP413aa1S 1 KrP413aa1S 1 KrP413aB1S KrP413aa1S 1 KrP413aa1S 1

remote control normal open pulse contact KrP413aa1S 1 KrP413aa1S 1 KrP413aa1S 1 KrP413aB1S KrP413aa1S 1 KrP413aa1S 1 KrP413aa1S 1 KrP413aa1S 1

Centralised control board Up to 5 rooms KrC72a 2 KrC72a 2 KrC72a 2 KrC72a 2 KrC72a 2 KrC72a 2 KrC72a 2 KrC72a 2

Central remote control DCS302C51 DCS302C51 DCS302C51 DCS302C51 DCS302C51 DCS32Ca51 DCS302C61 DCS302C51

Unified on/off control DCS301B51 DCS301B51 DCS301B51 DCS301B51 DCS301B51 DCS301Ba51 DCS301B61 DCS301B51

Schedule timer DSt301B51 DSt301B51 DSt301B51 DSt301B51 DSt301B5 DSt301Ba51 DSt301B61 DSt301B51

interface adapter KrP928Ba2S 3 KrP928Ba2S 3 KrP928Ba2S 3 KrP928BB2S KrP928Ba2S 3 KrP928Ba2S 3 KrP928BB2S KrP928Ba2S 3 KrP928Ba2S 3 

notes

(1) wiring adapter supplied by daikin. time clock and other devices: to be purchased locally.

(2) wiring adapter is also required for each indoor unit.

(3) for Diii-net adapter

inDoor UnitS ftXr28e ftXr42e ftXr50e CtXU25g CtXU35g CtXU42g CtXU50g ftXg25J ftXg35J CtXg50J fDXS25e fDXS35e fDXS50C fDXS60C fvXg25K fvXg35K fvXg50K fvXS25f fvXS35f fvXS50f flXS25B flXS35B flXS50B flXS60B

air purification and deodorising filter set without frame Kaf974B42S

air supply filter with frame Kaf963a43

anti-theft protection for remote control KKf936a4 KKf910a4 KKf910a4 KKf917aa4 K(K)f917aa4 KKf936a4 KKf917aa4

Suction grille KDgf19a45 KDgf19a45

titanium apatite photocatalytic air-purification filter without frame Kaf970a47 1 Kaf970a46 Kaf968a42 1

Photocatalytic deodorising filter, with frame KaZ917B41

Photocatalytic deodorising filter, without frame KaZ917B42

air purification filter, with frame Kaf925B41

air purification filter, without frame Kaf925B42

installation leg BKS028a4

notes

(1) Standard accessory

inDoor UnitS - Control SYStemS ftX20Jv ftX25Jv ftX35Jv ftX50gv ftX60gv ftX71gv ftXS20J ftXS25J ftXS35J ftXS42J ftXS50J ftXS60g ftXS71g ftXl20g ftXl25g ftXl35g

wired remote control BrC944B2 BrC944B2 BrC944B2

wiring adapter for time clock normal open contact KrP413aa1S KrP413aa1S 1 KrP413aa1S 1

remote control normal open pulse contact KrP413aa1S KrP413aa1S 1 BrC944a2B

Centralised control board Up to 5 rooms KrC72a KrC72a 2 KrC72a 2

Central remote control DCS302Ca61 DCS302Ca51 DCS302Ca51

Unified on/off control DCS301Ba61 DCS301Ba51 DCS301Ba51

Schedule timer DSt301Ba61 DSt301Ba51 DSt301Ba51

interface adapter KrP980a1 3 KrP928Ba2S KrP928Ba2S 3 KrP928Ba2S 3

notes

(1) wiring adapter supplied by Daikin. time clock and other devices: to be purchased locally.

(2) wiring adapter is also required for each indoor unit.

(3) for Diii-net adapter

inDoor UnitS ftX20Jv ftX25Jv ftX35Jv ftX50gv ftX60gv ftX71gv ftXS20J ftXS25J ftXS35J ftXS42J ftXS50J ftXS60g ftXS71g ftXl20g ftXl25g ftXl35g

anti-theft protection for remote control KKf936a4 KKf917aa4 KKf910a4 KKf910a4 KKf910a4

Suction grille -

titanium apatite photocatalytic air-purification filter without frame Kaf971a42 1 Kaf952B42 Kaf968a42 1 Kaf970a46 Kaf968a42 1

Cord for remote control assy (3m) BrCw901a03 BrCw901a03 BrCw901a03

Cord for remote control assy (8m) BrCw901a08 BrCw901a08 BrCw901a08

notes

(1) Standard accessory

oUtDoor UnitS rXr28e rXr42e rXr50e rX20J rX25J rX35J rX50gv rX60gv rX71gv rXS20J rXS25J rXS35J rXS42J rXS50J rXS60f rXS71f rXl20g rXl25g rXl35g rXg25K rXg35K rXK50K 3mXS/4mXS/5mXS 2mXU-g

air direction adjustment grille KPw937a4 KPw937B4 KrP945a(a)4 KPw937aa4 KPw945aa4 KPw945aa4 KPw937aa4 KPw945aa4 KPw937aa4 KPw945aa4 KKPw945aa4 KKPw945aa4

Drain plug (1) KKP937a4 KKP937a4 KKP937a4 KKP945a4 KPw937aa4 KKP937a4 KKP937a4 KKPJ5f180 KKP937a4

refrigerant branch piping for twin

extension  hose set for humidification (2m) KPmH942a402

relay joint for humidification (10pcs.) KPmJ942a4

l-shape cuffs for humidification (10pcs) KPmH950a4l

Hose for humidification (10m)(l) KPmH942a42 KPmH996a10S

Hose for humidification (15m)(l) KPmH996a11S

Branch provider (2 rooms) BPmKS9672B2

Branch provider (3 rooms) BPmKS9673B3

notes

(1) Standard accessory
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1) nominal cooling capacities measured at:

 indoor temperature 27°CDB / 19°CWB

 outdoor temperature 35°CDB

 equivalent piping length:

 outdoor-BP 5m

 BP-indoor 3m

 level difference 0m

2)  nominal heating capacities measured at:

 indoor temperature 20°CDB

 outdoor temperature 7°CDB / 6°CWB

 equivalent piping length:

 outdoor-BP 5m

 BP-indoor 3m

 level difference 0m

3)  capacities are net, including a deduction for cooling (an addition for 

heating) for indoor fan motor heat

4)  sound pressure level measured at a certain distance from the unit 

meaSUring ConDitionS

Heating & Cooling
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noteS
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Naamloze Vennootschap - Zandvoordestraat 300, B-8400 Oostende - Belgium - www.daikin.eu - BE 0412 120 336 - RPR Oostende

Daikin products are distributed by:

The present leaflet is drawn up by way of information only and does not 
constitute an offer binding upon Daikin Europe N.V.. Daikin Europe N.V. has 
compiled the content of this leaflet to the best of its knowledge. No express or 
implied warranty is given for the completeness, accuracy, reliability or fitness 
for particular purpose of its content and the products and services presented 
therein. Specifications are subject to change without prior notice. Daikin Europe 
N.V. explicitly rejects any liability for any direct or indirect damage, in the broadest 
sense, arising from or related to the use and/or interpretation of this leaflet.  
All content is copyrighted by Daikin Europe N.V.

Daikin’s unique position as a manufacturer of air 
conditioning equipment, compressors and refrigerants 
has led to its close involvement in environmental issues. 
For several years Daikin has had the intention to become 
a leader in the provision of products that have limited 
impact on the environment. This challenge demands the 
eco design and development of a wide range of products 
and an energy management system, resulting in energy 
conservation and a reduction of waste. 

Daikin Europe N.V. participates in the Eurovent 
Certification programme for Air conditioners (AC), 
Liquid Chilling Packages (LCP), Fan coil units (FCU) 
and Air handling units (AHU). Check ongoing validity 
of certificate online: www.eurovent-certification.com 
or using: www.certiflash.com


